
0sauermann®
TECHNICAL DATA SHEET 

SAUERMANN DATA LOGGERS 

KT 120 / KH 120 

Temperature / Humidity 

KEY FEATURES 

• Direct USB connection

• Integrated software for configuration and visualization in PDF format

• Free, downloadable basic software

• Large storage capacity of 50,000 points

• On-board integrated Compliance Certificate in PDF format

• Magnetic back for fast & simple mounting

• Record up to 2 parameters

• 2 configurable alarm set points

• 1-line LCD screen

SELECTION 

Internal sensor External sensor 

Part No. Display 

KT 120 

KH 120 

HOUSING 

Dimensions 
3.94" X 1.67" X 0.63" 
(100 x 42.5 x 15.9 mm) 

Weight 
1.9 oz (53g) 

Display 
1-line LCD screen
Screen: 1.26" x 1.28"
(32 x 25.5 mm)

Number 

1 

2 

Type Number 

Temperature 

N/A 

Temperature & humidity 

Control 
1 OK button 
1 Selection button 

Material 
Compatible with food industry environment 
ABS housing 

Protection 
IP65: KT120 
IP40: KH120 

* The battery must be in compliance with the /EC 60086-4 standard. 

Type 

N/A 

<.,saucrmann 

KH 120 

Parameters 
Number of 

record points 

Temperature 

50,000 

Temperature & humidity 

PC Communication 
1 USB A male input 

Battery power supply 
1 x CR2450 (button battery*) 

Environmental conditions of use 
Non-corrosive or combustible gases 
Hygrometry: in non condensing conditions 
Maximum altitude: 6561' (2000 m) 



http://www.sauermann.us/data-logger
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